Premier

200 Series Touch-up Markers
Valve Marker with stain & finish in one package.

A qmck one-step repair for scuffs scratches or sandthroughs.

’9’ Shake well, remove the cap and press
the tip down to feed the product to the
tip. The valve marker allows you to
control the amount of marker fluid you
apply giving you total control on those
complex touch-ups. The valve also
allows the dispensing of thicker
pigmented fluids which are necessary in
the whites, off-whites and opaque colors.
Premier Touch-up Markers contain the
stain and the coating all in one so it is
not necessary to clear coat after touch-
up, although a clear coat can be applied
for extra durability. The touch-up
markers are formulated using state of
the art dyes and resins giving excellent
adhesion and colorfastness. They are
formulated to apply smoothly then dry
very quickly (in a matter of seconds) to a

: very durable repair. All of the
ingredients in our formulations are ac:ld stable and therefore can be used under or over
acid catalyzed finishes without concern of burn-out or color change.

202 Natural 221 Oak 237 Black

208 Light pine 222 Medium Pecan 272 Natural — Opaque
209 Light oak 223 Vintage Oak 273 Fontana — Opaque
210 Red oak 224 Brown Cherry 274 Light Tan — Opaque
211 Colonial Maple 225 Light Red Mahogany 275 Light Walnut-Opaque
212 Fruitwood 227 Traditional mahogany 281 Pure White

213 Heritage Oak 229 Brown Red Mahogany 283 Light Almond

215 Universal Cherry 230 Dark Oak 285 Pearl White

216 Light Walnut 231 Extra Dark oak 289 Pickle Frost

219 Universal Walnut 233 Dark Walnut 290 Meadow Green

220 Medium Walnut 234 Dark Pecan 291 Forest Green

200 Assortment-all 33 colors
200 tip Replacement Tips

200 empty Marker Components
Custom Colors (144 minimum)

200 empty - all marker components 200 tip - replacement tips
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